
KY 220 2N

KY 215
KY 220
KY 231
KY 230

BACKREST 
Perforated backrest made with polyprohylene in 
black, white or grey colourway. Available with or 
without upholstery on the seat.

SEAT
Made with polyprophylene in black, white or grey colourway. 
Available with or without upholstery. In version without up-
holstery, the seat is equipped with plastic panel on the 
bottom to protect chairs during stacking.

CONSTRUCTION
Metal, powder painted acc. to Bejot sampler or chrome.

Kyos is available in 3 upholstery options:
• 1N – without upholstery
• 2N – with upholstery on the seat
• 3N – with upholstery on the seat and on the backrest

* Bench:
• from 2 to 5 seats
• power painted construction (acc. to Bejot sampler) or 
polished aluminum (support beam always in black colourway)
• option of mounting MDF tabletop instead of a seat

KYOS | PRODUCT DATA SHEET

KY 215 1N KY 220 3NP KY 231 1N KY 231 1N

KY 261 2N KY 260 2NKY 223 1N*

KY 220 1N

KY 261
KY 260
KY 222 - 225



5 years warranty
ALL DETAILS ABOUT THIS PRODUCT ARE AVAILABLE AT WWW.BEJOT.EU

KYOS | PRODUCT EQUIPMENT Standard equipment

Optional equipment

white grey black

Black desktop with anty-
-panic function (available 
only with black armrest for 
KY220 H 3N)

KY 231/230
version 1N,2N,3N x 4 szt.

KY 215/220
version 1N x 6 szt.
version 2N,3N x 4 szt.

Model KY 260, KY 261 RT 
07 G – universal cators, 
grey colour
RT 07 N – universal cators, 
white colour

Transport trolley for:
KY 215/220
version 1N x 8 
version 2N,3N x 6

Connecting in rows Row connecting

BUCKET COLOURSWAYS: 

DESKTOP: CASTORS:
ADDITONAL
FUNCTIONS:

STACKING:



5 years warranty
ALL DETAILS ABOUT THIS PRODUCT ARE AVAILABLE AT WWW.BEJOT.EU

A) seat height: overall dimensions
B) seat height: measurement according to PN EN 1335-1

KY | TECHNICAL DATA

KYOS

KY 231 1N

KY 215 1N KY 220 2N

KY 215 2M KY 220 2M

KY 230 2N

(netto)

kg 6
(netto)

kg 8

(netto)

kg 

H: 880
W: 620
L: 580

5,5

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 970
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 970
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

(netto)

kg 6

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 1070
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

(netto)

kg 7

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 1070
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

H: 880
W: 620
L: 580

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 1070
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

G: 455

F: 525

H: 415

D
: 3

65
D

: 3
65

D
: 3

60

D
: 2

75

A
: 4

30
A

: 4
55

C:
 7

95

C:
 7

55

M: 540

N: 485 (460)

L:
 2

75

G: 465

F: 600 M: 545

H: 415
I: 495

D
: 3

60

A
: 4

55
B:

 4
35K:

 6
80

N: 490(480)

L:
 2

75

(netto)

kg 7

H 

W
L

H: 880
W: 620
L: 580

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

H 

W
L

F: 525

F: 525 F: 565

C:
 8

25
C:

 7
95

M: 565

N: 485 (460)

L:
 2

75

G: 455
H: 415 G: 465

I: 500

F: 600 M: 570

H: 415

A
: 4

80
B:

 4
40C:

 8
25

K:
 7

05

N: 490 (480)

G: 465
H: 415

A
: 4

55
B:

 4
35

N: 480 (480)

D
: 3

60

L:
 2

75

G: 465

F: 600

H: 415
I: 495

D
: 3

60

A
: 4

55
B:

 4
35

C:
 7

95

K:
 6

80

M: 565

N: 480

L:
 2

75

KY 215 1N KY 220 2N

KYOS

KY 231 1N

KY 215 1N KY 220 2N

KY 215 2M KY 220 2M

KY 230 2N

(netto)

kg 6
(netto)

kg 8

(netto)

kg 

H: 880
W: 620
L: 580

5,5

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 970
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 970
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

(netto)

kg 6

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 1070
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

(netto)

kg 7

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 1070
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

H: 880
W: 620
L: 580

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 1070
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

G: 455

F: 525

H: 415

D
: 3

65
D

: 3
65

D
: 3

60

D
: 2

75

A
: 4

30
A

: 4
55

C:
 7

95

C:
 7

55

M: 540

N: 485 (460)

L:
 2

75

G: 465

F: 600 M: 545

H: 415
I: 495

D
: 3

60

A
: 4

55
B:

 4
35K:

 6
80

N: 490(480)

L:
 2

75

(netto)

kg 7

H 

W
L

H: 880
W: 620
L: 580

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

H 

W
L

F: 525

F: 525 F: 565

C:
 8

25
C:

 7
95

M: 565

N: 485 (460)

L:
 2

75

G: 455
H: 415 G: 465

I: 500

F: 600 M: 570

H: 415

A
: 4

80
B:

 4
40C:

 8
25

K:
 7

05

N: 490 (480)

G: 465
H: 415

A
: 4

55
B:

 4
35

N: 480 (480)

D
: 3

60

L:
 2

75

G: 465

F: 600

H: 415
I: 495

D
: 3

60

A
: 4

55
B:

 4
35

C:
 7

95

K:
 6

80

M: 565

N: 480

L:
 2

75

KY 231 1N KY 230 2N

KY 261 1N KY 260 3N

KYOS

KY 261 1N

KY 231 2M KY 230 2M

KY 261 2M

KY 260 3N 

(netto)

kg 6
(netto)

kg 8

(netto)

kg 

H: 880
W: 620
L: 580

6

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

(netto)

kg 7

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

H: 880
W: 620
L: 580

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

(netto)

kg 7

H 

W
L

H: 880
W: 620
L: 580

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

H 

W
L

G: 465

F: 525 M: 570

H: 415

D
: 3

60

D
: 3

60

A
: 4

80
B:

 4
40C:

 8
25

N: 465 (480)

L:
 2

75

L:
 2

75

G: 465

I: 495

F: 600

H: 415

A
: 4

80
B:

 4
40

C:
 8

25

K:
 7

05

M: 570

N: 465 (470)

G: 455

F: 525

H: 415

D
: 3

65

D
: 2

75

C:
 8

05

A
: 4

40

A
: 4

65
B:

 4
45

M: 595

N: 485 (460)
H: 415
G: 465

F: 595

I: 495

D
: 3

60
C:

 8
05

M: 600

N: 460 (480)

L:
 2

75

K:
 6

90

G: 465

F: 525

H: 415

D
: 3

60
A

: 4
65

B:
 4

45

C:
 8

05

M: 600

N: 480 (480)

L:
 2

75

KY 220 H 3N

(netto)

kg 8

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L:  610

2 szt.
    St. 
    pc.

G: 465

I: 495

F: 600 M: 545

H: 430

D
: 3

90
A

: 4
55

B:
 4

35

C:
 8

25

K:
 6

80

N: 435 (480)

L:
 3

85

H: 1070
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

KYOS

KY 222- 225 1M

KY 222 - 225 1N

H 

W
L

H 

W
L

G: 435
H: 415

N: 490 (480)

L:
 2

70

N: 490 (480)

L:
 2

70

M: 545

M: 545

L4  2050
L4  2560

L3  1540
L2  1030

D
: 3

65
C:

 7
95

D
: 3

65
C:

 7
95

A
: 4

60
A

: 4
60

F: 

L4  2050
L4  2560

L3  1540
L2  1030

F: 

G: 435
H: 415

50
(L5)

(netto)

kg 

23
(L2)

32
(L3)

41
(L4)

L2 L3 

L4 

L5 

42
(L5)

(netto)

kg 

24
(L2)

33
(L3)

43
(L4)

L2 L3 

L4 

L5 

max szt. / St. / pc. : 1 w  op. / in box / im Karton

max szt. / St. / pc. : 1 w  op. / in box / im Karton

pakowane w folię
bąbelkowa

wrapped with bubble foil

verpackt in Blasefolie
 

pakowane w folię
bąbelkowa

wrapped with bubble foil

verpackt in Blasefolie
 

KY 222-225 1N



KY 230 

KY 215
KY 220
KY 231
KY 230

BACKREST
Backrest based on polyprophylen frame in black or grey colourway 
upholstered with transparent mesh.
Mesh is available in 2 options:
• Classic – in black or light grey colourway
• Serge Ferrari – in 3 basic colourway: black, white or dark grey
and with 7 colourways available at an extra charge

SEAT
Made with polyprohylene in black, white or grey colourway. 
Available with or without upholstery. In version without 
upholstery, the seat is equipped with plastic panel on the 
bottom to protect chairs during stacking.

CONSTRUCTION
Metal, powder painted (acc. to Bejot sampler)
or chrome.

Kyos is available in 2 upholstery options:
• 1M – without upholstery
• 2M – with upholstery overlay on the seat

* Bench:
• from 2 to 5 seats
• powder painted construction (acc. to Bejot sampler) or polished 
aluminum (support beam always in black colourway)
• option of mounting MDF tabletop instead of a seat

KYOS MESH | PRODUCT DATA SHEET

KY 215 1M KY 220 2M KY 231 2M KY 230 2M

KY 261 2M KY 260 2MKY 223 1M*

KY 220 1N

KY 261
KY 260
KY 222 - 225



5 years warranty
ALL DETAILS ABOUT THIS PRODUCT ARE AVAILABLE AT WWW.BEJOT.EU

KYOS | PRODUCT EQUIPMENT Standard equipment

Optional equipment

white grey black

Black desktop with anty-
-panic funtion (available 
only with black armrest for 
KY220 H 3N)

KY 231/230
version 1N,2N,3N x 4

KY 215/220
version 1N x 6 
version 2N, 3N x 4

Model KY 260, KY 261 RT 
07 G – universal cators, 
grey colour
RT 07 N – universal cators, 
white colour

Transport trolley for:
KY 215/220 H 1M x 8 
KY 215/220 H 2M x 6 

Connecting in rows Row connecting

BUCKET COLOURWAYS: 

DESKTOP: CASTORS:
ADDITIONAL 
FUNCTIONS:

STACKING:



5 years warranty
ALL DETAILS ABOUT THIS PRODUCT ARE AVAILABLE AT WWW.BEJOT.EU

A) seat height: overall dimensions
B) seat height: measurement according to PN EN 1335-1

KY MESH | TECHNICAL DATA

KYOS

KY 231 1N

KY 215 1N KY 220 2N

KY 215 2M KY 220 2M

KY 230 2N

(netto)

kg 6
(netto)

kg 8

(netto)

kg 

H: 880
W: 620
L: 580

5,5

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 970
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 970
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

(netto)

kg 6

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 1070
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

(netto)

kg 7

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 1070
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

H: 880
W: 620
L: 580

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt.
    St. 
    pc.

H: 1070
W: 660
L: 610

3 szt. (max)
    St. 
    pc.

G: 455

F: 525

H: 415

D
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65
D

: 3
65

D
: 3

60

D
: 2

75

A
: 4

30
A

: 4
55

C:
 7

95

C:
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55

M: 540

N: 485 (460)

L:
 2

75

G: 465

F: 600 M: 545

H: 415
I: 495

D
: 3

60

A
: 4

55
B:

 4
35K:

 6
80

N: 490(480)

L:
 2

75

(netto)

kg 7

H 

W
L

H: 880
W: 620
L: 580

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

H 

W
L

F: 525

F: 525 F: 565

C:
 8

25
C:

 7
95

M: 565

N: 485 (460)

L:
 2

75

G: 455
H: 415 G: 465

I: 500

F: 600 M: 570

H: 415

A
: 4

80
B:

 4
40C:

 8
25

K:
 7

05

N: 490 (480)

G: 465
H: 415

A
: 4

55
B:

 4
35

N: 480 (480)

D
: 3

60

L:
 2

75

G: 465

F: 600

H: 415
I: 495

D
: 3

60

A
: 4

55
B:

 4
35

C:
 7

95

K:
 6

80

M: 565

N: 480

L:
 2

75

KY 215 2M KY 220 2M

KYOS

KY 261 1N

KY 231 2M KY 230 2M

KY 261 2M

KY 260 3N 

(netto)

kg 6
(netto)

kg 8

(netto)

kg 

H: 880
W: 620
L: 580

6

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

(netto)

kg 7

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

H: 880
W: 620
L: 580

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

(netto)

kg 7

H 

W
L

H: 880
W: 620
L: 580

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

H 

W
L

G: 465

F: 525 M: 570

H: 415

D
: 3

60

D
: 3

60

A
: 4

80
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 4
40C:

 8
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N: 465 (480)

L:
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75

L:
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75

G: 465

I: 495

F: 600

H: 415

A
: 4

80
B:

 4
40

C:
 8

25

K:
 7

05

M: 570

N: 465 (470)

G: 455

F: 525

H: 415

D
: 3

65

D
: 2

75

C:
 8

05

A
: 4

40

A
: 4

65
B:

 4
45

M: 595

N: 485 (460)
H: 415
G: 465

F: 595

I: 495

D
: 3

60
C:

 8
05

M: 600

N: 460 (480)

L:
 2

75

K:
 6

90

G: 465

F: 525

H: 415

D
: 3

60
A

: 4
65

B:
 4

45

C:
 8

05

M: 600

N: 480 (480)

L:
 2

75

KY 220 H 3N

(netto)

kg 8

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L:  610

2 szt.
    St. 
    pc.

G: 465

I: 495

F: 600 M: 545

H: 430

D
: 3

90
A

: 4
55

B:
 4

35
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 8

25

K:
 6
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N: 435 (480)

L:
 3

85
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L: 610

3 szt. (max)
    St. 
    pc.

KY 231 2M KY 230 2M

KY 261 2M KY 260 3N

KYOS

KY 261 1N

KY 231 2M KY 230 2M

KY 261 2M

KY 260 3N 

(netto)

kg 6
(netto)

kg 8

(netto)

kg 

H: 880
W: 620
L: 580

6

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

(netto)

kg 7

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

H: 880
W: 620
L: 580

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

(netto)

kg 7

H 

W
L

H: 880
W: 620
L: 580

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

H 

W
L

G: 465

F: 525 M: 570

H: 415

D
: 3

60

D
: 3

60

A
: 4

80
B:

 4
40C:
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25

N: 465 (480)

L:
 2

75

L:
 2

75

G: 465

I: 495

F: 600

H: 415

A
: 4

80
B:

 4
40

C:
 8

25

K:
 7

05

M: 570

N: 465 (470)

G: 455

F: 525

H: 415

D
: 3

65

D
: 2

75

C:
 8

05

A
: 4
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A
: 4
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B:
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45
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N: 485 (460)
H: 415
G: 465
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I: 495

D
: 3

60
C:
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05
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N: 460 (480)

L:
 2

75

K:
 6
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G: 465

F: 525

H: 415

D
: 3

60
A

: 4
65

B:
 4

45

C:
 8

05

M: 600

N: 480 (480)

L:
 2

75

KY 220 H 3N

(netto)

kg 8

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L:  610

2 szt.
    St. 
    pc.

G: 465

I: 495

F: 600 M: 545

H: 430

D
: 3
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A

: 4
55
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N: 435 (480)
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L: 610

3 szt. (max)
    St. 
    pc.

KY 222-225 1M

KYOS

KY 261 1N

KY 231 2M KY 230 2M

KY 261 2M

KY 260 3N 

(netto)

kg 6
(netto)

kg 8

(netto)

kg 

H: 880
W: 620
L: 580

6

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610

2 szt. (max)
    St. 
    pc.

H: 880
W: 620
L: 580

H 

W
L

1 szt. 
    St. 
    pc.

H: 970
W: 660
L: 610
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L4 
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kg 

24
(L2)

33
(L3)
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(L4)

L2 L3 

L4 

L5 

max szt. / St. / pc. : 1 w  op. / in box / im Karton

max szt. / St. / pc. : 1 w  op. / in box / im Karton

pakowane w folię
bąbelkowa

wrapped with bubble foil

verpackt in Blasefolie
 

pakowane w folię
bąbelkowa

wrapped with bubble foil

verpackt in Blasefolie
 



KY 220 H 2M

KY 215 H 1M/2M
KY 220 H 1M/2M
KY 231 H 1M/2M
KY 230 H 1M/2M

BACKREST
Backrest based on polyprophylen frame in black or grey colourway 
upholstered with transparent mesh.
Mesh is available in 2 options:
• Classic – in black or light grey colourway
• Serge Ferrari – in 3 basic colourway: black, white or dark grey
and with 7 colourways available at an extra charge.

SEAT
Made with polyprohylen in black, white or grey colourway. Available 
with or without upholstery. In version without upholstery, the seat is 
equipped with plastic panel on the bottom to protect chairs during 
stacking.

CONSTRUCTION
Metal, powder painted (acc. to Bejot sampler)
or chrome.

KYOS H MESH | PRODUCT DATA SHEET

KY 215 H 2M KY 220 H 2M KY 231 H 2M KY 230 H 2M

KY 231 H 2M

KY 260 H 1M/2M
KY 261 H 1M/2M

KY 261 H 2M KY 260 H 2M



5 years warranty
ALL DETAILS ABOUT THIS PRODUCT ARE AVAILABLE AT WWW.BEJOT.EU

KYOS H MESH | PRODUCT EQUIPMENT Standard equipment

Optional equipment

Black desktop with anty-
-panic funtion (available 
only with black armrest for 
KY220 H 3N)

Transport trolley for:
KY 215/220 H 1M x 8 
KY 215/220 H 2M x 6 

Connecting in rows Row connecting

DESKTOP:
ADDITIONAL
FUNCTIONS:

KY 231/230 H 1M
x 4

KY 231/230 H 2M
x 4

KY 215/220 H 1M
 x 6
KY 215/220 H 2M
 x 4

STACKING:

white black

PLASTIC COLOURWAYS:

Model KY 260, KY 261 RT 
07 G – universal cators, 
grey colour
RT 07 N – universal cators, 
white colour

CASTORS:



5 years warranty
ALL DETAILS ABOUT THIS PRODUCT ARE AVAILABLE AT WWW.BEJOT.EU

KY H MESH | TECHNICAL DATA

KY 231 H 2M

KY 260 H 

KY 230 H 2M

KY 261 H 2M

KY 220 H 2MKY 215 H 2M

A) seat height: overall dimensions
B) seat height: measurement according to PN EN 1335-1
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KY 230 H 3N

KY 215 H 3N
KY 220 H 3N
KY 231 H 3N
KY 230 H 3N

BACKREST 
Made with polyprohylen in black, white or grey 
colourway.

SEAT
Made with polyprohylene in black, white or grey colourway. 
Available with or without upholstery. In version without 
upholstery, the seat is equipped with plastic panel on the 
bottom to protect chairs during stacking.

CONSTRUCTION
Metal, powder painted (acc. to Bejot sampler)
or chrome

KYOS H | PRODUCT DATA SHEET

KY 215 H 3N KY 220 H 3N KY 231 H 3N KY 230 H 3N

KY 260 H 3N KY 261 H 3N

KY 230 H 3N

KY 260 H 3N
KY 261 H3N



V

KYOS H | PRODUCT EQUIPMENT Standard equipment

Optional equipment

Black desktop with anty-
-panic funtion (available 
only with black armrest for 
KY220 H 3N)

Transport trolley for:
KY 215/220 H 3N x 6

Connecting in rows Connecting rows

DESKTOP:
ADDITIONAL
FUNCTIONS:

5 years warranty
ALL DETAILS ABOUT THIS PRODUCT ARE AVAILABLE AT WWW.BEJOT.EU

STACKING:

white black

PLASTIC COLOURWAYS:

KY 231/230 H 3N
x 4

KY 215/220 H 3N
 x 4 

Model KY 260, KY 261 RT 
07 G – universal cators, 
grey colour
RT 07 N – universal cators, 
white colour

CASTORS:



5 years warranty
ALL DETAILS ABOUT THIS PRODUCT ARE AVAILABLE AT WWW.BEJOT.EU

A) seat height: overall dimensions
B) seat height: measurement according to PN EN 1335-1

KY H | TECHNICAL DATA
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KY 260 H 3N KY 261 H 3N

KY 231 H 3N

KY 220 H 3N KY 215 H 3N

KYOS
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